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K230 / 280 / 320 / 360

K400 / 440 / 480

(2009>)

DC9 (Euro 5)
DC13 (Euro 5)

230(169) / 280(206) / 320(235) / 360 (265) @  1900
400(294) / 440(323) / 480 (353) @  1900

5 / 9.290
6 / 12.740

24

Vehicles with or without A/C

Suction Discharge

X430

- Can be fit in right hand drive vehicles.
- Fittings supplied with unit.

Without clutch pulley

2B Ø204

2.142 rpm

KB10038016X

2013-10-22

K230 / 280 / 320 / 360

K400 / 440 / 480

(2009>)

DC9 (Euro 5)
DC13 (Euro 5)

230(169) / 280(206) / 320(235) / 360 (265) @  1900
400(294) / 440(323) / 480 (353) @  1900

5 / 9.290
6 / 12.740

24

Vehicles with or without A/C

Suction Discharge

BOCK  FK40
BITZER 4UFC

- Can be fit in right hand drive vehicles.
- Fittings supplied with unit.

Without clutch pulley

2B Ø166 (LA16.200Y)

2.625 rpm

KB10038016

2013-10-22

K230 / 280 / 320 / 360

K400 / 440 / 480

(2009>)

DC9 (Euro 5)
DC13 (Euro 5)

230(169) / 280(206) / 320(235) / 360 (265) @  1900
400(294) / 440(323) / 480 (353) @  1900

5 / 9.290
6 / 12.740

24

Vehicles with or without A/C

Suction Discharge

X430

- Chassis 15m.
- Can be fit in right hand drive vehicles.
- Fittings supplied with unit.

Without clutch pulley

2B Ø204

2.608 rpm

KB11068030X

2013-10-22
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K320 / 360 / 410 / 450 / 490 -
Euro 6

(2013>)

DC9 (Euro 6)
DC13 (Euro 6)

320(235) / 360 (265) @  1900
410(301) / 450(331) / 490 (360)

@  1900

5 / 9.290
6 / 12.740

24

Only Vehicles without A/C

Suction Discharge

BOCK  FK40
BITZER 4UFC

- Can be fit in right hand drive
vehicles.
- Fittings supplied with unit.

Without clutch pulley

2B Ø166 (LA16.200Y)

2.625 rpm

KB13108052

2015-12-15

K320 / 360 / 410 / 450 / 490 -
Euro 6

(2013>)

DC9 (Euro 6)
DC13 (Euro 6)

320(235) / 360 (265) @  1900
410(301) / 450(331) / 490 (360)

@  1900

5 / 9.290
6 / 12.740

24

Only Vehicles without A/C

Suction Discharge

X430

- Can be fit in right hand drive
vehicles.
- Fittings supplied with unit.

Without clutch pulley

2B Ø204

2.142 rpm

KB13108052X

2015-12-15


